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* Struttura esterna ed interna interamente in acciaio inox AISI304.

Refrigerazione ventilata.

Spessore isolamenta 65 mm.

Centralina digitale Dixell® con 4 programmi memorizzabili.
Cornice di battuta della porta riscaldata anti-condensa.
Micro interruttore ferma ventola.

Conservazione automatica a fine ciclo.

Sbrinamento automatico con evaporazione automatica
dell'acqua di condensa.

» Telai reggi griglie/teglie smontabill,

* Passo griglie/teglie 60 mm.

= Porta non reversibile.

* Sonda al cuore con impugnatura a 90° inclusa.
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4 ruote (di cui 2 con freno),

Top in acciaio inox.

Il kit opzionale 4 piedini, usato al posto delle ruote,
fa variare le altezze degli abbattitori come segue:
ABTS1 = 930mm; ABT101 = 1430mm.

External and internal structure fully in AISI304 stainless steel.
Ventilated refrigeration.

65 mm insulation thickness.

Dixell® digital controller with 4 storable programs.
Anti-condensation heated door frame.

Fanstop microswitch

Automatic cold storage at the end of the cycle.

Automatic defrost and automatic condensation evaporation.
Removable grids rack.

Trays/grids step 60 mm.

Non-reversibie door.

Core probe with 90° handle included.

4 casters (2 with brake).

Stainless steel top.

The 4 feet kit (optional) used in place of the castars,
changes the fotal height of the biast chifiers as follows:
ABTS1 = 930mm; ABT101 = 1430mm.

ABTS1 [

| 4 ruote {2 con freno)
Sonda al cuore - Ripiano superiore in acciaio nox
ABT101 4 ruote (2 con freno)
KITPS1-101 | Kit 4 piedini
| Montaggio pledin
5xGN1/1
B00xBO0K1 000N 670%410x3800 or
5 % EN 60x40
10 x GN1/T
BOOXBO0X1502h B70x410%7300 ar
10 % EN 60x40

Sonda al cuore - Riplano superiare in acclalo inox

Care probe - Stainless stee! top - 4 casters (2 with brake)

Core probe - Stainfess steel top - 4 casters (2 with brake)

4 feol kit
Feel instaliation

116 B6x86x106h ABT51

138 BExBEX154h ABT101
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ABT30A 750 230/1N/50
ABTS0A 955 230/1N/50
ABT100A 1815 230/1N/50
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8kg/+3°C
5kg/-18°C
@ +90 °C

15ky/+3°C
10kg/-18°C
@ +90°C
32kg!+3°C
22ka/-18°C
@+80°C

R4528

Ras52A

R4524
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* Struttura esterna ed interna interamente
in acciaia inox AISI304,

* Refrigerazione ventilata.

* Spessore isolamento 60 mm nei modelli ABTS0A e ABT1004;
50 mm nel modello ABT30A.

* Centralina digitale con programmi hard/soft per cicll positivi
e negativi,

» [Funzione pre-raffreddamento cella.

* Micro interruttore ferma ventola.

= Conservazione automatica a fine ciclo.

* Telal reggi griglie/teglie smontabili,

= Passo griglie/teglie 65 mm.

 Porta reversibile (solo modelli ABT50A e ABT100A).

* Sonda al cuore con impugnatura a 80° inclusa.

= Scarico inferiore e bacinella di scarico
(solo modelli ABTS0A e ABT1004).

» Piedini regolabili in acclaio inox.

* Kit 4 ruote (optional) disponibile su richiesta
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ABT30A Sonda al cuore
ABTS0A Sonda al cuore
ABT100A Sonda al cuore
TOP ABT50A Top |n acciaio inox per ABT50A

B20xB50%675h 355x550x280h axGN1IN

SxGN 1A
B70x410x3600 or
5 % EN BOx40

10 % GN1/1
670x510x700h ar
10 x EN 60x40

TH0x700xB65h

780xB00X14200

Core probe

I Core probe

Core probe
Stainless steel fop for ABTS04
Inversione porta ABT50A-100A (cerniera inclusa) | ABT50A-1004 door apening inversion (hracket included)
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WADE W
External and internal structure fully 5
in AISI304 stainfess steel. ~
Ventifated refrigeration.

60 mm insufation thickness in ABT50A e ABT100A models;
50 mm in ABT30A model.

Digital controfler with hard/soft programs for positive
and negative cycles.

Cell pre-cooling function.

Fan stop microswifch

Automatic cold storage af the end of the cycle.
Removable grids rack.

Trays/grids step 65 mm.

Reversible door (only ABT50A e ABT100A models).
Core probe with 80° handle included.

Lower drain and drain collection pan

(only ABT504 & ABT1004 models).

Adjustable stainless steel feet.

4 casters kit (optional) available on request,
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60 E4x69x82h ABT30A
89 B2x81x101h ABTSDA
14 a2x31x158h ABT100A
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